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FOREWORD 
This Indian Standard (Second Revision) was adopted by the Bureau of Indian Standards, after the draft finalized 
by the Furniture Sectional Committee had been approved by the Civil Engineering Division Council. 


This standard was first published in 1966 and subsequently revised in 1983. In this revision, the following 
modifications have been carried out: 


a) Reference standards for raw materials and components and finish have been updated; 
b) Provision for use of powder coating has been added; and 
c) Marking clause has been updated. 
The composition of the Committee responsible for the formulation of this standard is given in Annex B 


For the purpose of deciding whether a particular requirement of this standard is complied with the final value, 
observed or calculated, expressing the result of a test or analysis shall be rounded off in accordance with 
IS 2 : 1960 ‘Rules for rounding off numerical values ( revised )’. The number of significant places retained in the 
rounded off value should be the same as that of the specified value in this standard. 
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Indian Standard 


METAL SIDE RACKS 
( ADJUSTABLE TYPE ) — SPECIFICATION 


( Second Revision ) 


1SCOPE 


This standard covers the requirements for adjustable 
metal side racks. 


2 REFERENCES 


The standards listed in Annex A contains provisions, 
which through reference in this text, constitute 
provisions of this standard. At the time of publication, 
the editions indicated were valid. All standards are 
subject to revision, and parties to agreements based 
on this standard are encouraged to investigate the 
possibility of applying the most recent editions of the 
standard indicated at Annex A. 


3 MATERIALS 


3.1 Angles 


Mild steel for hot rolled angle sections shall conform 
to IS 15911. Hot rolled mild steel angle shall conform 
to IS 808. Angle and channel sections may also be cold 
formed from strip steel, conforming to IS 513 (Part 1). 


3.2 Bolts and Screws 

Bolts and screws used for assembly shall not be less 
than M6 size. Square or hexagonal nuts and bolts 
shall conform to IS 2585 and IS 1363 (Parts 1 and 2), 
IS 1363 (Parts 3), respectively. The bolts, screws and 
nuts shall be zinc plated or galvanized in accordance 
with IS 1573 or IS 1367 (Part 13). 

3.3 Blockboards 

Blockboards where used shall conform to MR Grade 
of IS 1659. 

3.4 Hard Boards 

Hardboards where used shall be of tempered type 
conforming to IS 1658. 

3.5 Medium Density Fibre Boards (MDF) 

MDF where used shall conform to IS 12406. 


3.6 Steel Sheets 


Steel sheets where used shall conform to Grade HR1 of 
IS 1079 or Grade CRI of IS 513 (Part 1). 


3.7 Plywood 


Plywood where used shall conform to IS 303. Any 
of the two grades, namely BWR and MR of plywood 
may be used for items which are to be finished with 
air drying paints, enamel or varnishes. Where items 
are finished with oven drying paints, enamel or 
varnishes, only BWR grade of plywood shall be used. 
In case veneered decorative plywood is used it shall 
conform to IS 1328. 


3.8 Veneered Particle Boards 


Veneered particle boards where used shall conform to 
IS 3097. Both grades of veneered particle boards can 
be used where the furniture items are to be finished 
with air drying paints, or varnishes. Where oven 
baking paints, enamel or varnishes are to be used, 
only exterior grade veneered decorative particle 
boards shall be used. 


3.9 Particle Boards 


Wood particle boards where used shall conform to 
IS 3087 and shall be of type FPS or FPT-1, that is, flat 
pressed single layer board or flat pressed three layer 
board. 


4 DIMENSIONS AND TOLERANCES 


4.1 Dimensions 


The nominal overall dimensions of both the types of 
shelving racks shall be as given below: 


a) Height 710 mm or height of table 
b) Width 900 mm 
c) Depth 375 mm 


4.1.1 The side racks shall have three shelves; the top 
shelf shall be flush with the top of the angle posts and, 
therefore, the first hole shall be appropriately located. 
The bottom shelf shall be fixed at the second hole from 
the bottom. 


4.2 Tolerances 


The dimensions specified in 4.1 shall not vary by more 
than + 5 mm. 
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5 FABRICATION 


5.1 Components 


Metal shelving racks shall be assembled from the 
components given in 5.2 to 5.5. 


5.2 Angle Posts 


The length of angle posts shall correspond to height of 
racks (see 4.1). The thickness of post when made from 
steel sheet shall be not less than 3 mm. Rolled steel 
angle posts shall be of 40 x 40 x 3 mm size. Angle posts 
shall be free from twist, sharp edges and burrs. Suitable 
plastic or rubber pads may be provided at the bottom of 
each angle post, if required by the purchaser. 


5.2.1 Holes in Angle Posts 


Angle posts shall have 8 mm diameter holes provided 
at 50 mm centre-to-centre. The holes shall start at 
12.5 mm (measured from centre of the hole) from each 
end. 


ANGLE POST 


5.3 Shelves 
5.3.1 Metal Shelves 


Metal shelves shall be made from mild steel sheets not 
less than 1.0 mm in thickness. Shelves shall have lipped 
flanges width of flange being 30 mm and depth of lip 
15 mm. The size of shelves shall be derived from the 
dimensions of racks given in 4.1 and the thickness of 
angles, gussets and sheets where used. 


5.3.2 Wood Based Panel Shelves 


Shelves may be made from wood particle boards, 
veneered particle boards, blockboards or plywood not 
less than 20 mm in thickness with four brackets fixed on 
the end sides near the corners (see Fig. 1). The brackets 
shall be made of mild steel sheeting not less than 
1.6 mm thick and shall have 8 mm corresponding 
holes for fixing them to the angle posts. The wood 
based panel shelf may have additional 8 mm holes and 
fixtures, if required. 


N 


SECTION XX 


BRACKET 


20 mm THICK 


WOOD BASED 
PANEL SHELF 


BRACKET 


All dimensions in millimetres. 


Fic. 1 ARRANGEMENT FOR FIXING OF Woop BASED PANEL SHELVES 


5.3.3 Holes in Shelves 


Shelves shall have 8 mm corresponding holes for fixing 
them to the angle posts. In addition, shelves shall have 
8 mm holes for corner gussets. 


5.4 Gussets 


Minimum $8 gussets, four on each face of the rack 
shall be fitted. Gussets to sides may also be provided 
to give greater rigidity and prevent the racks from 
becoming out of square. Gussets shall be made of 
1.0 mm (minimum) thick mild steel sheet and shall be 
not less than 75 mm long at each joining to the shelf 
and the angle post. 


5.5 Reinforcements and Side Supports 


In order to accommodate the requirements for varying 
types of load, shelf reinforcement and side support may 
be used. 


6 ASSEMBLY 


The various components shall be assembled by means 
of bolting. 


7 FINISH 


7.1 Angles and Sheet Metal Components 


7.1.1 All dents, burrs and sharp edges shall be removed 
from the various components. The components shall 
be individually pickled, scrubbed and rinsed to remove 
grease, rust, scale or any other foreign element. 


7.1.2 Immediately after pickling, all the mild steel 
parts shall be given phosphating treatment conforming 
the Class C of IS 3618. The process for application of 
phosphate coating shall be in accordance with IS 6005. 

NOTE — Putty shall be applied to all the surfaces requiring 


tilling and shall conform to IS 110. Primer shall conform to 
IS 11883. 


7.1.3 Coat/coats of enamel paint shall then be applied 
as follows: 


a) Finish coat with enamels conforming to IS 151 
and IS 2932 (Part 1) or IS 2933 (Part 1). 


b) In case of stoving enamel the components shall 
thereafter be baked at a specified temperature 
in an oven heated uniformly. The finish shall be 
smooth and uniform with a hard and tough film of 
enamel strongly adhering to the surface. The finish 
shall be free from all visible defects and shall 
not chip when tapped lightly with a dull pointed 
instrument. 


c) Powder coatings conforming to IS 13871. 


7.2 Wood Based Panel Components 


These components may either be painted or polished. 
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7.2.1 Wood putty conforming to IS 419 shall be 
applied to all wood based surfaces requiring filling, 
followed by a suitable primer paint before the 
finishing coat of paint is applied [see also IS 2338 
(Part 1)]. 


7.2.2 Wood based panels may be polished either with 
transparent glossypolish or stained dark polish. 


7.3 All other components shall be finished in colour as 
agreed to between the purchaser and the manufacturer. 


8 PERFORMANCE REQUIREMENTS OF 
FINISH 

8.1 Scratch Hardness Test 

Scratch hardness test shall be carried out as per 
IS 101 (Part 5/Sec 2). 

8.2 Pressure Test 


Pressure test shall be 
IS 101 (Part 5/Sec 1). 


carried out as per 


8.3 Flexibility and Adhesion Test 

Flexibility and adhesion test shall be carried out as 
per IS 101 (Part 5/Sec 2). 

8.4 Stripping Test 

Stripping test shall be carried out as per Annex C of 
IS 9862. 

8.5 Test for Protection Against Corrosion Under 
Conditions of Condensation 


Test for protection against corrosion under 
conditions of condensation shall be carried out as per 
IS 101 (Part 6/Sec 1). 


9 LOADING 


The maximum static load uniformly distributed and 
applied on the shelves may not exceed 150 kg. The load 
may be taken as a guide in ordering shelves. 


10 SAMPLING AND 
CONFORMITY 


CRITERIA FOR 


10.1 All the racks of same size and type manufactured 
under similar condition of production shall constitute 
a lot. 


10.2 The number of racks to be selected from a lot 
shall depend upon the size of the lot and shall be in 
accordance with Table 1. 


10.3 The required number of racks for testing shall 
be selected at random. To ensure the randomness 
of selection, procedures given in IS 4905 may be 
followed. 
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Table 1 Size of Sampling for Racks 
( Clause 10.2 ) 


SI No. Lot Size Sample Size 
() (2) (3) 
i) Up to 25 3 
ii) 26 to 50 4 
iii) 51 to 100 5 
iv) 101 to 150 7 
v) 151 to 300 10 
vi) 301 and above 15 


11 ACCEPTANCE CRITERIA 


11.1 The sample lot shall meet the dimension and 
tolerance requirements given in 4. 


11.2 The sample lot shall meet the finish requirements 
given in 8. 


11.3 The sample lot shall meet the loading requirements 
given in 9. 


12 INFORMATION TO BE SUPPLIED BY THE 
PURCHASER 


The purchaser shall supply along with his order the 


following information to the supplier: 
a) Colour and finish; and 


b) Where alternate method of construction and finish 
are specified, they shall be clearly stated in the 
order. 


13 PACKING 


All the component parts shall be suitably packed in 
such a way that no damage is caused during transit. 


14 MARKING 


14.1 Metal racks and its packing shall be legibly and 
indelibly marked with the following: 

a) Manufacturer's name or trade-mark, if any; 

b) Address of the manufacturer; 

c) Brand name; 

d) Lot/Batch/Serial number; and 

e) Date of Manufacturing. 


14.2 BIS Certification Marking 


The product(s) conforming to the requirements of 
this standard may be certified as per the conformity 
assessment schemes under the provisions of the Bureau 
of Indian Standards Act, 2016 and the Rules and 
Regulations framed thereunder, and the product(s) may 
be marked with the Standard Mark. 


IS No. 
101 


(Part 5/Sec 1) : 


1988 


(Part 5/Sec 2) : 


1988 


(Part 6/Sec 1) : 


1988 


110 : 2017 


151 : 2017 


303 : 1989 


419 : 1967 


513 (Part 1) : 


2016 


808 : 1989 


1079 : 2017 


1328 : 1996 


1363 


ANNEX A 
( Clause 2 ) 
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LIST OF REFERRED INDIAN STANDARDS 


Title 


Methods of sampling and test 
for paints, varnishes and related 
products 


Mechanical test on paint films, 
Section 1 Hardness tests (third 
revision) 


Mechanical test on paint films, 
Section 2 Flexibility and 
adhesion (third revision) 


Durability tests, Section 1 
Resistance to humidity under 
conditions of condensation 
(third revision) 


Ready mixed paint, brushing, 
grey filler, for enamels for use 
over primers — Specification 
(third revision) 


Ready mixed paint, spraying, 
finishing, stoving, enamel, 
for general purposes, colour 
as required — Specification 
(second revision) 


Plywood for general purposes 
(third revision) 


Putty, for use on window frames 
(first revision) 


Cold reduced low carbon steel 
sheets and strips Part 1 Cold 
forming and drawing purpose 
(sixth revision) 


Dimensions for hot rolled steel 
beam, column, channel and 
angle sections (third revision) 


Hot rolled carbon steel sheet and 
strip — Specification (seventh 
revision) 


Veneered decorative plywood — 
Specification (third revision) 


Hexagon head bolts, screws and 
nuts of product grade “C° 


IS No. 
(Part 1) : 2019 


(Part 2) : 2018 


(Part 3) : 2018 


1367 (Part 13) : 
1983 


1573 : 1986 


1658 : 2006 


1659 : 2004 


2062 : 2011 


2338 (Part 1) : 
1967 


2585 : 2006 


2932 (Part 1) : 
2013 


2933 (Part 1) : 
2013 


Title 


Hexagon head bolts (size range 
M 5 to M 64) (fifih revision) 


Hexagon head screws (size 
range M 5 to M 64) (fifth 


revision) 


Hexagon nuts (size range M 5 to 
M 64) (fifih revision) 


Technical supply conditions for 
threaded steel fasteners: Part 13 
Hot-dip galvanized coatings 
on threaded fasteners (second 
revision) 


Specification for electroplated 
coatings of zinc on iron and 
steel (second revision) 


Fibre hardboards = 
Specification (third revision) 


Block boards — Specification 
(fourth revision) 


Hot rolled medium and high 
tensile structural steel (seventh 
revision) 


Code of practice for finishing 
of wood and wood based 
materials: Part 1 Operations and 
workmanship 


Square head bolts, screws 
and square nuts of product 
grade C  — Specification 


(second revision) 


Enamel, synthetic, exterior: (a) 
undercoating (b) finishing — 
Specification: Part 1 forDomestic 


and decorative applications 
(fourth revision) 
Enamel, exterior: (a) 


undercoating (b) finishing — 
Specification: Part 1 For 
domestic and decorative 
applications (second revision) 
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IS No. 
3087 : 2005 


3097 : 2006 


3618 : 1966 


4905 : 2015 


6005 : 1998 


Title 


Practicle boards of wood and 
other lingnocellulosic materials 
(medium density) for general 
purposes  — Specification 
(second revision) 


Veneered particle boards — 
Specification (second revision) 


Phosphate treatment of iron 
and steel for protection against 
corrosion 


Random sampling and 
randomization procedures (first 
revision) 


Code of practice for phosphating 
of iron and steel (first revision) 


IS No. 


9862 : 


11883 


12406 


13871 


15911 


2017 


: 2017 


: 2003 


: 1993 


: 2010 


Title 


Specification for ready mixed 
paint, brushing, bituminous, 
black, lead-free, acid, alkali, 
water and chlorine resisting 
(first revision) 


Ready mixed paint, brushing, 
red oxide, priming for metals — 
Specification (first revision) 


Medium density fibre boards for 
general purpose — Specification 
(first revision) 


Powder 
Specification 


coatings — 


Structural steel 
quality) 


(ordinary 
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ANNEX B 
( Foreword ) 


COMMITTEE COMPOSITION 


Furniture Sectional Committee, CED 35 


Organization 
In Personal Capacity (Pratap Nursery Lane 
Near Gurudwara Sahib, Panditwari, Dehradun) 


Association of Furniture Manufacturers and 
Traders (T, Mumbai 


Blowplast (BP) Ergonomics Ltd, Mumbai 
Central Public Works Department, New Delhi 


Centre for Environmental Planning and Technology 
(CEPT) University, Ahmedabad 


CSIR - Central Building Research Institute, Roorkee 


Directorate of Education, Delhi 


Forest Research Institute, Dehradun 


Godrej & Boyce Mfg. Co. Ltd, Mumbai 


Indian Furniture Products Ltd (Zuari), Tiruvallur 
Indian Stainless Steel Development, Gurugram 


Institute of Indian Interior Designers, Mumbai 
Kendriya Bhandar, New Delhi 


Military Engineer Services, Engineer-in-Chief's 
Branch Integrated HQ of MoD (Army), 
New Delhi 


Ministry of Women and Child Development, 
New Delhi 


National Institute of Design, Ahmedabad 


National Institute of Occupation Health, Ahmedabad 
Nilkamal Limited , Mumbai 


Office of Development Commissioner, Micro Small 
and Medium Enterprises, New Delhi 


School of Planning & Architecture, New Delhi 


The Indian Institute of Architects, Mumbai 


Representative(s) 


Suri K. S. Prutui (Chairman) 
REPRESENTATIVE 


Dr Nitin SUDAME 
Dr Gita PirAMAL (Alternate) 


SHRI RAJESH KUMAR DHIMAN 
SHRI ARUN Kumar TyAci (Alternate) 


PROF SHRUTIE TAMBOLI 
PROF SNEHAL NAGARSHETH (Alternate) 


SHRI S. K. NEGI 
SHRI ASHOK Kumar (Alternate) 


REPRESENTATIVE 


DR SADHNA TRIPATHI 
Dr KisHNA Kumar (Alternate) 


SHRI E. VENKATESWARALU 
Suri NirAv SHAH (Alternate I) 
SHRI LALITESH MANDREKAR (Alternate ID) 


Suri C. M. SATHEESH KUMAR 
SHRI S. SARAVANAN (Alternate) 


SHRI ROHIT KUMAR 
SHRI JOUSLINE GEORGE (Alternate) 


SHRIMATI CHIRASHREE THAKKAR 
REPRESENTATIVE 


SHRIMATI Rrvoo MAHENDRU 
Suri S. K. Misura (Alternate) 


REPRESENTATIVE 


SHRI P. RAMA KRISHNA RAO 
Suni C. S. SUSANTH (Alternate) 


SHRI J. MAJUMDER 


Suri V. S. IYER 
SHRI ARVIND JANARDANAM (Alternate) 


Suri K. L. Rao 
Suri K. K. Funpa (Alternate) 


Pror MANO) MATHUR 
ProF ARUNA RAMANI GROVER (Alternate) 


AR VIKRAMRAY PRAMODRAY PANDYA 
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Organization Representative(s) 


The Supreme Industries Limited, New Delhi SHRI SANJEEV JAIN 
SHRI MuKESH Kaut (Alternate I) 
SHRI SANJAY Docra (Alternate II) 


BIS Directorate General SHRI SANJAY PANT, SCIENTIST ‘F’ AND HEAD (CIVIL ENGINEERING) 
[ REPRESENTING DIRECTOR GENERAL ( Ex-officio ) | 


Member Secretaries 
SHRI PRADEEP SINGH SHEKHAWAT 


SCIENTIST ‘C? (Civit. ENGINEERING), BIS 
AND 


SHRI ABHISHEK PAL 


SCIENTIST “C° (Civit. ENGINEERING), BIS 


Bureau of Indian Standards 


BIS is a statutory institution established under the Bureau of Indian Standards Act, 2016 to promote harmonious 
development of the activities of standardization, marking and quality certification of goods and attending to 
connected matters in the country. 


Copyright 


BIS has the copyright of all its publications. No part of these publications may be reproduced in any form without 
the prior permission in writing of BIS. This does not preclude the free use, in the course of implementing the 
standard, of necessary details, such as symbols and sizes, type or grade designations. Enquiries relating to 
copyright be addressed to the Director (Publications), BIS. 


Review of Indian Standards 


Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed 
periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are 
needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian Standards 
should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue of 
‘BIS Catalogue’ and ‘Standards: Monthly Additions’. 


This Indian Standard has been developed from Doc No.: CED 35 (13681). 


Amendments Issued Since Publication 
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